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efficiency demonstration is to include
consideration of all vapors, gases, and
liquids received by the closed vent cap-
ture system and control device. If an
enclosed combustion device with a
minimum residence time of 0.75 sec-
onds and a minimum temperature of
816 °C is used to meet the 95 percent re-
quirement, documentation that those
conditions will exist is sufficient to
meet the requirements of this para-
graph.

(i) A description of the parameter or
parameters to be monitored to ensure
that the control device will be operated
in conformance with its design and an
explanation of the criteria used for se-
lection of that parameter (or param-
eters).

(2) Operate the closed vent system
and control device and monitor the pa-
rameters of the closed vent system and
control device in accordance with the
operating plan submitted to the Ad-
ministrator in accordance with para-
graph (c)(1) of this section, unless the
plan was modified by the Adminis-
trator during the review process. In
this case, the modified plan applies.

(d) The owner or operator of each
source that is equipped with a closed
vent system and a flare to meet the re-
quirements in §60.112b (a)(3) or (b)(2)
shall meet the requirements as speci-
fied in the general control device re-
quirements, §60.18 (e) and (f).

[52 FR 11429, Apr. 8, 1987, as amended at 54
FR 32973, Aug. 11, 1989]

§60.114b Alternative means of emis-
sion limitation.

(a) If, in the Administrator’s judg-
ment, an alternative means of emission
limitation will achieve a reduction in
emissions at least equivalent to the re-
duction in emissions achieved by any
requirement in §60.112b, the Adminis-
trator will publish in the FEDERAL
REGISTER a notice permitting the use
of the alternative means for purposes
of compliance with that requirement.

(b) Any notice under paragraph (a) of
this section will be published only after
notice and an opportunity for a hear-
ing.

(c) Any person seeking permission
under this section shall submit to the
Administrator a written application in-
cluding:
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(1) An actual emissions test that uses
a full-sized or scale-model storage ves-
sel that accurately collects and meas-
ures all VOC emissions from a given
control device and that accurately sim-
ulates wind and accounts for other
emission variables such as temperature
and barometric pressure.

(2) An engineering evaluation that
the Administrator determines is an ac-
curate method of determining equiva-
lence.

(d) The Administrator may condition
the permission on requirements that
may be necessary to ensure operation
and maintenance to achieve the same
emissions reduction as specified in
§60.112b.

§60.115b Reporting and recordkeeping
requirements.

The owner or operator of each stor-
age vessel as specified in §60.112b(a)
shall keep records and furnish reports
as required by paragraphs (a), (b), or (c)
of this section depending upon the con-
trol equipment installed to meet the
requirements of §60.112b. The owner or
operator shall keep copies of all re-
ports and records required by this sec-
tion, except for the record required by
(c)(1), for at least 2 years. The record
required by (c)(1) will be kept for the
life of the control equipment.

(a) After installing control equip-
ment in accordance with §60.112b(a)(1)
(fixed roof and internal floating roof),
the owner or operator shall meet the
following requirements.

(1) Furnish the Administrator with a
report that describes the control equip-
ment and certifies that the control
equipment meets the specifications of
§60.112b(a)(1) and §60.113b(a)(1). This re-
port shall be an attachment to the no-
tification required by §60.7(a)(3).

(2) Keep a record of each inspection
performed as required by §60.113b (a)(1),
(@)(2), (@@3), and (a)(4). Each record
shall identify the storage vessel on
which the inspection was performed
and shall contain the date the vessel
was inspected and the observed condi-
tion of each component of the control
equipment (seals, internal floating
roof, and fittings).

(3) If any of the conditions described
in §60.113b(a)(2) are detected during the
annual visual inspection required by
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§60.113b(a)(2), a report shall be fur-
nished to the Administrator within 30
days of the inspection. Each report
shall identify the storage vessel, the
nature of the defects, and the date the
storage vessel was emptied or the na-
ture of and date the repair was made.

(4) After each inspection required by
§60.113b(a)(3) that finds holes or tears
in the seal or seal fabric, or defects in
the internal floating roof, or other con-
trol equipment defects listed In
§60.113b(a)(3)(ii), a report shall be fur-
nished to the Administrator within 30
days of the inspection. The report shall
identify the storage vessel and the rea-
son it did not meet the specifications
of §61.112b(a)(1) or §60.113b(a)(3) and list
each repair made.

(b) After installing control equip-
ment in accordance with §61.112b(a)(2)
(external floating roof), the owner or
operator shall meet the following re-
quirements.

(1) Furnish the Administrator with a
report that describes the control equip-
ment and certifies that the control
equipment meets the specifications of
§60.112b(a)(2) and §60.113b(b)(2), (b)(3),
and (b)(4). This report shall be an at-
tachment to the notification required
by §60.7(a)(3).

(2) Within 60 days of performing the
seal gap measurements required by
§60.113b(b)(1), furnish the Adminis-
trator with a report that contains:

(i) The date of measurement.

(ii) The raw data obtained
measurement.

(iii) The calculations described in
§60.113b (b)(2) and (b)(3).

(3) Keep a record of each gap meas-
urement performed as required by
§60.113b(b). Each record shall identify
the storage vessel in which the meas-
urement was performed and shall con-
tain:

(i) The date of measurement.

(ii) The raw data obtained in the
measurement.

(iii) The calculations described in
§60.113b (b)(2) and (b)(3).

(4) After each seal gap measurement
that detects gaps exceeding the limita-
tions specified by §60.113b(b)(4), submit
a report to the Administrator within 30
days of the inspection. The report will
identify the vessel and contain the in-
formation specified in paragraph (b)(2)

in the

§60.116b

of this section and the date the vessel
was emptied or the repairs made and
date of repair.

(c) After installing control equip-
ment in accordance with §60.112b (a)(3)
or (b)(1) (closed vent system and con-
trol device other than a flare), the
owner or operator shall keep the fol-
lowing records.

(1) A copy of the operating plan.

(2) A record of the measured values of
the parameters monitored in accord-
ance with §60.113b(c)(2).

(d) After installing a closed vent sys-
tem and flare to comply with §60.112b,
the owner or operator shall meet the
following requirements.

(1) A report containing the measure-
ments required by §60.18(f) (1), (2), (3),
4), (5), and (6) shall be furnished to the
Administrator as required by 8§60.8 of
the General Provisions. This report
shall be submitted within 6 months of
the initial start-up date.

(2) Records shall be kept of all peri-
ods of operation during which the flare
pilot flame is absent.

(3) Semiannual reports of all periods
recorded under §60.115b(d)(2) in which
the pilot flame was absent shall be fur-
nished to the Administrator.

§60.116b Monitoring of operations.

(a) The owner or operator shall keep
copies of all records required by this
section, except for the record required
by paragraph (b) of this section, for at
least 2 years. The record required by
paragraph (b) of this section will be
kept for the life of the source.

(b) The owner or operator of each
storage vessel as specified in §60.110b(a)
shall keep readily accessible records
showing the dimension of the storage
vessel and an analysis showing the ca-
pacity of the storage vessel. Each stor-
age vessel with a design capacity less
than 75 m3 is subject to no provision of
this subpart other than those required
by this paragraph.

(c) Except as provided in paragraphs
(f) and (g) of this section, the owner or
operator of each storage vessel either
with a design capacity greater than or
equal to 151 m3 storing a liquid with a
maximum true vapor pressure greater
than or equal to 3.5 kPa or with a de-
sign capacity greater than or equal to
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